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Timber Fire Door Certification Scheme
Outer colour - Period of fire resistance
Inner/Tree colour - Status
Unique member’s certification number

Outer colour -
Period of fire
resistance

(mins)

3300                        6600                      9900                      112200  

Approved door.
(FD30 & FD60 only)
Intumescent not
yet fitted.

Approved door.
intumescent in door
factory fitted.

Approved factory
fitted glazing.

Certified factory
hung doorset.

Certified installed
doorset.

Inner/Tree colour - when fixed to door

Inner/Tree colour - when fixed to frame

Approved frame to match door.
All intumescent to door and frame fitted.

For scheme and members’ details visit
www.bmtrada.com or telephone 01494 569960
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BM TRADA operates a number of Q-Mark
certification schemes to ensure products specified,
supplied and installed meet the same high levels of
performance as those originally tested.
They include:

� Enhanced Security Doorsets
� Enhanced Security Windows
� Fire Doors
� Fire Doors - Installation
� High Performance Timber Windows
� PVC-U Windows
� Timber Windows
� Aluminium Windows
� Door and Window Installation
� Glass in Building

For more details:

Visit
www.bmtrada.com

Call
01494 569960  

Email
qmark@bmtrada.com

BM TRADA Certification
Stocking Lane, Hughenden Valley, High Wycombe, Bucks HP14 4ND

Tel: 01494 569960 Fax: 01494 564895
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